20080120.ba v04_n134.bam.20080120

>From ???@??? Sat Jan 19 22:27:56 2008 -0600
Date: Sun, 20 Jan 2008 04:26:42 GMT
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 4134
Message-Id: <20080120042743.8C33147006E@srvr1.theporch.com>

			    BOATANCHORS Digest 4134

Topics covered in this issue include:

  1) Re: Radio ID Help
	by "David Stinson" <arc5@ix.netcom.com>
  2) Re: Radio ID Help
	by "Ken" <n5cm@rtconline.com>
  3) R-388 Question
	by Mike Hardie <mike46@shaw.ca>
  4) Slightly Off Topic
	by Mike Hardie <mike46@shaw.ca>
  5) Bird Dummyload
	by wg davis <wgdavis@ipass.net>
  6) RE: Radio ID Help
	by "Meir-WF2U" <wf2u@ws19ops.com>
  7) Re: Bird Dummyload
	by "k4pf@juno.com" <k4pf@juno.com>
  8) Re: Radio ID Help
	by "Don Davis" <dxguy@earthlink.net>
  9) Re: Radio ID Help
	by "Ken" <n5cm@rtconline.com>
 10) Re: Radio ID Help
	by WA5CAB@cs.com
 11) Need manual.
	by "Ken" <n5cm@rtconline.com>
 12) GE Ham News question
	by john <johnmb@nc.rr.com>
 13) Making a Simple Motor
	by Jerry Proc <jerry7proc@yahoo.com>
 14) Re: Radio ID Help
	by Jerry Proc <jerry7proc@yahoo.com>
 15) Re: Radio ID Help
	by Jerry Proc <jerry7proc@yahoo.com>
 16) GRR-5 battery cable seen on the 'bay
	by Tom Norris <nu4g.radio@gmail.com>
 17) RE: Radio ID Help
	by "Meir-WF2U" <wf2u@ws19ops.com>
 18) Re: Making a Simple Motor
	by Robert Nickels <w9ran@oneradio.net>
 19) RE: Radio ID Help
	by Jerry Proc <jerry7proc@yahoo.com>

----------------------------------------------------------------------
Message-ID: <000e01c85a1c$ed6480b0$6401a8c0@boudreaux>
From: "David Stinson" <arc5@ix.netcom.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Radio ID Help
Date: Fri, 18 Jan 2008 15:56:01 -0600
MIME-Version: 1.0
Content-Type: text/plain;
	format=flowed;
	charset="iso-8859-1";
	reply-type=response
Content-Transfer-Encoding: 7bit

2000 miles away.
Whine whimper!!!

------------------------------
Message-ID: <000b01c85a42$4b27cca0$020fa8c0@KEN>
From: "Ken" <n5cm@rtconline.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Radio ID Help
Date: Fri, 18 Jan 2008 18:23:34 -0800
MIME-Version: 1.0
Content-Type: text/plain; charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Hi Sam & Gang,

Drool, drool! If I should win the multi-million lottery, I'd
engage my son, who has a license to drive 18 wheelers,
to take me there and bring that monster home!!!
Wouldn't need an eighteen wheeler!

I sailed merchant marine latter part of WW2 on into 
peacetime - fell in love with Mackay equipments!
Whomever acquires the package and doesn't want the
LF receiver, please put my name in the pot.
Take care,

Ken   N5CM

----- Original Message ----- 
From: "Hole In The Head Press" <sestokes@sonic.net>
To: "Old Tube Radios" <boatanchors@theporch.com>
Sent: Friday, January 18, 2008 10:53 AM
Subject: Radio ID Help


> http://delaware.craigslist.org/ele/529088188.html
> 
> Can anyone tell what this is?
> 
> -- 
> Sam Stokes, Publisher, KG6WYZ


-- 
I am using the free version of SPAMfighter for private users.
It has removed 943 spam emails to date.
Paying users do not have this message in their emails.
Get the free SPAMfighter here: http://www.spamfighter.com/len

------------------------------
Date: Fri, 18 Jan 2008 17:10:25 -0800
From: Mike Hardie <mike46@shaw.ca>
Subject: R-388 Question
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <003201c85a38$127e61c0$6401a8c0@user>
MIME-version: 1.0
Content-type: text/plain; format=flowed; charset=iso-8859-1; reply-type=original
Content-transfer-encoding: 7bit

When the selector switch of the crystal filter is in position 0 the volume 
level is lower than when it is in position 1.  The phasing knob works 
normally and so do postiions 2 through 4.  I would have expected the loudest 
audio to come through on position 0.

Can anyone tell me if this is normal on the R-388, and if not what the fix 
is.

Mike VE7MMH 

------------------------------
Date: Fri, 18 Jan 2008 17:16:20 -0800
From: Mike Hardie <mike46@shaw.ca>
Subject: Slightly Off Topic
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <003601c85a38$e61bd030$6401a8c0@user>
MIME-version: 1.0
Content-type: text/plain; format=flowed; charset=iso-8859-1; reply-type=original
Content-transfer-encoding: 7bit

In the wee hours (Approx 3 AM to 5 AM PST)  two dashes (Letter "M" ?) can be 
heard on 3594 Kcs, usually very weak, repeats about every 2 seconds, low 
tone - I'd guess about 400 cycles and maybe 5 wpm.  I've never heard any 
station identification.

Anyone know what it is?

Mike VE7MMH 

------------------------------
Message-Id: <6.2.3.4.2.20080118220254.02b8ec50@mail.ipass.net>
Date: Fri, 18 Jan 2008 22:09:49 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: wg davis <wgdavis@ipass.net>
Subject: Bird Dummyload
Mime-Version: 1.0
Content-Type: text/plain; charset=us-ascii; format=flowed; x-avg-checked=avg-ok-1ECC381E


         Hi Guys,
         I have come into possession of an 2500 watt Bird Dummyload..
  I think it maybe low on oil.. Can anyone tell what is the best oil
  to put in it and where it is available?? Also it came with an what
  looks like an pop off pressure valve.. It is not installed.. Has
  anyone ever seen an item like this on one of the Bird Dummyloads??


                       C U  Later, 73  WG

   WG Davis / K4WGD
   wgdavis@ipass.net
   Johnston Co., N.C. 


-- 
No virus found in this outgoing message.
Checked by AVG Free Edition. 
Version: 7.5.516 / Virus Database: 269.19.6/1230 - Release Date: 1/17/2008 4:59 PM

------------------------------
From: "Meir-WF2U" <wf2u@ws19ops.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Radio ID Help
Date: Fri, 18 Jan 2008 22:12:26 -0500
Message-ID: <00c101c85a49$1f1743f0$0300a8c0@MBDCONSULTING.LOCAL>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="windows-1250"
Content-Transfer-Encoding: 7bit



Ed,

Correction: These MF/HF Federal-MacKay consoles from the WW2 Liberty/Victory
ships have no AM capability at all. You must be referring to the post-WW2
commercial models
I happen to have the HF section of the same console, the Federal Telegraph
(later became ITT) FT-102. These have no power supplies, as power to the
transmitters was supplied by a huge 115 VDC input motor-generator (the line
voltage on these ships was 115 VDC).
I had to build a power supply for it. Power output is rated 200 W and it is
indeed in that neighborhood. It's a CW only transmitter, the model number of
the HF transmitter section is 167-BY. The receiver is an AC/DC RCA AR-8506B
(no transformer, it's powered directly from the 115 VDC line). According to
the manual, the E.H. Scott SLR-F was the alternative receiver, being very
similar in specs to the RCA model. In actual use, the transmitter has a
distinctive chirp, by which it can be readily identified on the air...
The other half of the console is the MF one, if I recall (I can look it up
in the manual) the MacKay transmitter is the 128-BY covering the marine
frequencies from around 300 to 600 KHz. The receiver in that part is the
MacKay 128-AX regenerative receiver, covering the LF/MF marine bands.
The center part of the console is the power control for the motor-generator
and the power transfer switch to transfer the high voltage to either the HF
or the LF/MF transmitter.

73, Meir WF2U
Landrum, SC

-----Original Message-----
From: owner-boatanchors@theporch.com [mailto:owner-boatanchors@theporch.com]
On Behalf Of k4pf@juno.com
Sent: Friday, January 18, 2008 3:02 PM
To: Old Tube Radios
Cc: boatanchors@theporch.com
Subject: Re: Radio ID Help



Hi,

That is a radio console built by MacKay Marine
(later called ITT MacKay Marine)
for U.S. Liberty Ships/ Victory Ships during WWII.
It consists of an MF transmitter with plate modulator
for class A-1 and A-2, and a separate HF transmitter
for A-1.  Both transmitters commonly shared the same HV power supply.
There are two separate receivers for voice/c.w., one for HF and one for
MF/LF.  The equipment was intended for use with long wire antennas
aboard ship, and the antenna couplers are built into the transmitters.

The HF c.w. marine bands were at 4, 6, 8, 12 and 16 Mc.

Later versions of this equipment used a pair of 813's in the final
of both the MF and HF transmitter, and were rated at 500W output each.
I believe the final DC input voltage was kept down during
the WW II period for a rated output of 250W.

The console also includes a small emergency transmitter,
powered by a 12VDC input dynamotor, 
and equipment to send/receive the Autoalarm
signal on 500Kc (a long sequence of four-second dashes/ one-second spaces).

73,
Ed Knobloch


No virus found in this outgoing message.
Checked by AVG Free Edition. 
Version: 7.5.516 / Virus Database: 269.19.6/1230 - Release Date: 1/17/2008
4:59 PM
 

------------------------------
Mime-Version: 1.0
From: "k4pf@juno.com" <k4pf@juno.com>
Date: Sat, 19 Jan 2008 04:11:24 GMT
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Subject: Re: Bird Dummyload
Message-Id: <20080118.231124.9249.1@webmail04.vgs.untd.com>
Content-Transfer-Encoding: quoted-printable
Content-Disposition: inline
Content-Type: text/plain; charset=us-ascii



Hi,

I have a Bird model 694 Termaline dummy load, rated at 1 KW for HF.
The manual says that the oil used was Monsanto type OS-59 hydraulic flui=
d, Bird part no. 5267.  The relief valve on mine is Bird =

part number 24381.  An O-ring is also needed, Bird no. 5131.

73,
Ed Knobloch


-- wg davis <wgdavis@ipass.net> wrote:

         Hi Guys,
         I have come into possession of an 2500 watt Bird Dummyload..
  I think it maybe low on oil.. Can anyone tell what is the best oil
  to put in it and where it is available?? Also it came with an what
  looks like an pop off pressure valve.. It is not installed.. Has
  anyone ever seen an item like this on one of the Bird Dummyloads??

------------------------------
Message-ID: <007c01c85a59$2947f530$2101a8c0@hppav>
From: "Don Davis" <dxguy@earthlink.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Radio ID Help
Date: Fri, 18 Jan 2008 21:07:02 -0800
MIME-Version: 1.0
Content-Type: text/plain;
	format=flowed;
	charset="iso-8859-1";
	reply-type=response
Content-Transfer-Encoding: 7bit

On the good side, it's crated and could be picked up by a moving van for 
about $500?

73 de Don  AD6PB


----- Original Message ----- 
From: "David Stinson" <arc5@ix.netcom.com>
To: "Old Tube Radios" <boatanchors@theporch.com>
Sent: Friday, January 18, 2008 1:56 PM
Subject: Re: Radio ID Help


> 2000 miles away.
> Whine whimper!!!
>
> 

------------------------------
Message-ID: <000001c85a6e$c958c6c0$020fa8c0@KEN>
From: "Ken" <n5cm@rtconline.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Radio ID Help
Date: Fri, 18 Jan 2008 23:41:33 -0800
MIME-Version: 1.0
Content-Type: text/plain; charset="windows-1250"
Content-Transfer-Encoding: 7bit

Hi Meir& Gang,

Meir, A1 is CW.  A2 is not AM, it is Tone Modulated CW.
Since the emergency receiver is a Crystal Radio Set, (That's
right) which works very well for its purpose, with a very
high and long inverted L antenna and a perfect ground, the
steel hull of the ship in salty sea water!
Since the Crystal Receiver does not have a beat frequency
oscillator, ships answering the distress call must switch
their transmitters to A2 so the ship in distress using the
crytal receiver can hear the note of the A2 signal and be
able to read it!
And, the LF Transmitter's motor generator runs off of
120 Volt battery banks, yes, two banks - you are always
on battery power. When you are on one, the other is on
charge and vice versa.
The emergency transmitter has its own battery bank.
Hope this clears up things!

Ken   N5CM


----- Original Message ----- 
From: "Meir-WF2U" <wf2u@ws19ops.com>
To: "Old Tube Radios" <boatanchors@theporch.com>
Sent: Friday, January 18, 2008 7:12 PM
Subject: RE: Radio ID Help


>
>
> Ed,
>
> Correction: These MF/HF Federal-MacKay consoles from the WW2
Liberty/Victory
> ships have no AM capability at all. You must be referring to the post-WW2


-- 
I am using the free version of SPAMfighter for private users.
It has removed 943 spam emails to date.
Paying users do not have this message in their emails.
Get the free SPAMfighter here: http://www.spamfighter.com/len

------------------------------
From: WA5CAB@cs.com
Message-ID: <d60.1ca26d87.34c2f713@cs.com>
Date: Sat, 19 Jan 2008 01:47:47 EST
Subject: Re: Radio ID Help
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="part1_d60.1ca26d87.34c2f713_boundary"


--part1_d60.1ca26d87.34c2f713_boundary
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

In case anyone is wondering where on a ship you would get 115 VDC (or 120 
VDC), prior to WW-II, standard electical systems in ships were DC, not AC.  Most 
merchant vessels and light combatants had 115 VDC systems.  Major combatants 
and Auxiliaries (tenders and CL and larger) had 230 VDC systems.  That's why so 
many of the common Navy radios whose earliest versions date to just before 
WW-II or earlier) used motor-generator supplies.  The same supply, with an 
assortment of motors and relays, would work in anything.  TCS is an excellent 
familiar to everyone example.  It had perhaps the widest assortment of power 
supplies of any radio set ever built.  Twelve by my count.

Robert Downs - Houston
<http://www.wa5cab.com> (Web Store)
MVPA 9480
<wa5cab@cs.com> (Primary email)
<wa5cab@comcast.net> (Backup email)
   

--part1_d60.1ca26d87.34c2f713_boundary
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--part1_d60.1ca26d87.34c2f713_boundary--

------------------------------
Message-ID: <000501c85ad4$fe7e0f20$020fa8c0@KEN>
From: "Ken" <n5cm@rtconline.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Need manual.
Date: Sat, 19 Jan 2008 11:53:41 -0800
MIME-Version: 1.0
Content-Type: text/plain; charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Hi Gang,

I am in need of a manual for the Kenwood R-600 reciever.
I don't find it listed on BAMA.
Thanks & take care,

Ken   N5CM


-- 
I am using the free version of SPAMfighter for private users.
It has removed 944 spam emails to date.
Paying users do not have this message in their emails.
Get the free SPAMfighter here: http://www.spamfighter.com/len

------------------------------
Message-Id: <6.2.1.2.2.20080119171417.045874f0@pop-server.nc.rr.com>
Date: Sat, 19 Jan 2008 17:16:03 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: john <johnmb@nc.rr.com>
Subject: GE Ham News question
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

I have bound editions 1, 2 and 3 of the GE Ham News. I know there were 
issues past 1960 (when V. 3 ends) but I wonder if there was ever a bound 
volume 4.

If anyone knows, it's someone here!

John (in snowy NC)

------------------------------
Date: Sat, 19 Jan 2008 19:29:51 -0500 (EST)
From: Jerry Proc <jerry7proc@yahoo.com>
Subject: Making a Simple Motor
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=iso-8859-1
Content-Transfer-Encoding: 8bit
Message-ID: <290555.703.qm@web90608.mail.mud.yahoo.com>

Hello Everyone,

No matter how long I've been in this business, it is
simple stuff like this which continues to fascinate. 

http://www.metacafe.com/watch/971400/unexplained_phenomenon_simplest_electric_motor/


--
Regards,
Jerry Proc
E-mail: jerry7proc@yahoo.com


      Looking for the perfect gift? Give the gift of Flickr! 

http://www.flickr.com/gift/

------------------------------
Date: Sat, 19 Jan 2008 19:47:06 -0500 (EST)
From: Jerry Proc <jerry7proc@yahoo.com>
Subject: Re: Radio ID Help
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=iso-8859-1
Content-Transfer-Encoding: 8bit
Message-ID: <856134.29842.qm@web90604.mail.mud.yahoo.com>

Hi Sam,

I believe this Mackay radio photo on my web site is
very similiar to the unit which is partially exposed
in your photo. There is just a slight difference in
the positing of two of the subassemblies.  

http://www.jproc.ca/rrp/chimo_mackay_mru19_20_b.jpg




--- Hole In The Head Press <sestokes@sonic.net> wrote:

> http://delaware.craigslist.org/ele/529088188.html
> 
> Can anyone tell what this is?
> 
> -- 
> Sam Stokes, Publisher, KG6WYZ
> 
> 


--
Regards,
Jerry Proc
E-mail: jerry7proc@yahoo.com


      Ask a question on any topic and get answers from real people. Go to Yahoo! Answers and share what you know at http://ca.answers.yahoo.com

------------------------------
Date: Sat, 19 Jan 2008 19:53:29 -0500 (EST)
From: Jerry Proc <jerry7proc@yahoo.com>
Subject: Re: Radio ID Help
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
MIME-Version: 1.0
Content-Type: text/plain; charset=iso-8859-1
Content-Transfer-Encoding: 8bit
Message-ID: <426458.32628.qm@web90604.mail.mud.yahoo.com>

Forgot to identify the radio cosole in my last e-mail.
It is the Mackay MRU 19/20.





--- "k4pf@juno.com" <k4pf@juno.com> wrote:

> 
> 
> Hi,
> 
> That is a radio console built by MacKay Marine
> (later called ITT MacKay Marine)
> for U.S. Liberty Ships/ Victory Ships during WWII.
> It consists of an MF transmitter with plate
> modulator
> for class A-1 and A-2, and a separate HF transmitter
> for A-1.  Both transmitters commonly shared the same
> HV power supply.
> There are two separate receivers for voice/c.w., one
> for HF and one for MF/LF.  The equipment was
> intended for use with long wire antennas
> aboard ship, and the antenna couplers are built into
> the transmitters.
> 
> The HF c.w. marine bands were at 4, 6, 8, 12 and 16
> Mc.
> 
> Later versions of this equipment used a pair of
> 813's in the final
> of both the MF and HF transmitter, and were rated at
> 500W output each.
> I believe the final DC input voltage was kept down
> during
> the WW II period for a rated output of 250W.
> 
> The console also includes a small emergency
> transmitter,
> powered by a 12VDC input dynamotor, 
> and equipment to send/receive the Autoalarm
> signal on 500Kc (a long sequence of four-second
> dashes/ one-second spaces).
> 
> 73,
> Ed Knobloch
> 
> 
> > Sam Stokes KG6WYZ 
> -- Hole In The Head Press <sestokes@sonic.net>
> wrote:
> http://delaware.craigslist.org/ele/529088188.html
> 
> Can anyone tell what this is?
> 
> 
> 


--
Regards,
Jerry Proc
E-mail: jerry7proc@yahoo.com


      Looking for the perfect gift? Give the gift of Flickr! 

http://www.flickr.com/gift/

------------------------------
Mime-Version: 1.0 (Apple Message framework v753)
Content-Type: text/plain; charset=US-ASCII; delsp=yes; format=flowed
Message-Id: <40E5AF8C-3487-4715-981A-8C3429E7F779@gmail.com>
Cc: boatanchors@theporch.com
Content-Transfer-Encoding: 7bit
From: Tom Norris <nu4g.radio@gmail.com>
Subject: GRR-5 battery cable seen on the 'bay
Date: Sat, 19 Jan 2008 19:52:50 -0600
To: Old Tube Radios <boatanchors@theporch.com>

Item 170186441832 for those interested.  I'm not going to operate my  
GRR-5 on batteries anytime soon I don't think.

Looks to be in good shape.   Offered by Fair Radio's Ebay store.   
(have them at the *real* store recently??)

No relation to the seller, etc

Tom

------------------------------
From: "Meir-WF2U" <wf2u@ws19ops.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: <k4pf@juno.com>
Subject: RE: Radio ID Help
Date: Sat, 19 Jan 2008 21:03:03 -0500
Message-ID: <00fc01c85b08$986570f0$0300a8c0@MBDCONSULTING.LOCAL>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="US-ASCII"
Content-Transfer-Encoding: 7bit

Hi Jerry,

You're the winner of this quiz!
I CAREFULLY compared your photo with the lousy photos on the partially
crated unit's photo and they're identical!

It still resembles the earlier, WW2 vintage Federal - Mackay FT-102.
I notice some differences between the Type 2011 and the WW2 vintage 167-BY
HF transmitters. The size is similar, the general appearance of the front
panel is somewhat similar - I notice the lack of the  variable Master
Oscillator - which the 167-BY has - on the front panel of the 2011. True to
post WW2 practice of marine transmitters, it's obviously crystal controlled
on the marine bands.

I take everything back  (well, almost...)I wrote to Ed K4PF and the group -
I obviously didn't read carefully enough about the A2 modulation mode - for
some reason I responded as if I read A3... (The 167-BY however only has A1).
The "almost" part is that Ed wasn't correct in identifying the vintage, he
said WW2. The Mackay MRU 19/20 system - which is what this console turns out
to be - is 1950's vintage.
It just so strange that being familiar with the WW2 model, I didn't even
look at the photos for the second time before I posted my message.

Folks, I'll eat my humble pie and then I'll splice the main brace with a
measure of Pusser's Rum as a digestive aid...

73, Meir WF2U
Landrum, SC


9 

-----Original Message-----
From: owner-boatanchors@theporch.com [mailto:owner-boatanchors@theporch.com]
On Behalf Of Jerry Proc
Sent: Saturday, January 19, 2008 7:47 PM
To: Old Tube Radios
Subject: Re: Radio ID Help

Hi Sam,

I believe this Mackay radio photo on my web site is
very similiar to the unit which is partially exposed
in your photo. There is just a slight difference in
the positing of two of the subassemblies.  

http://www.jproc.ca/rrp/chimo_mackay_mru19_20_b.jpg




--- Hole In The Head Press <sestokes@sonic.net> wrote:

> http://delaware.craigslist.org/ele/529088188.html
> 
> Can anyone tell what this is?
> 
> -- 
> Sam Stokes, Publisher, KG6WYZ
> 
> 


--
Regards,
Jerry Proc
E-mail: jerry7proc@yahoo.com


      Ask a question on any topic and get answers from real people. Go to
Yahoo! Answers and share what you know at http://ca.answers.yahoo.com


No virus found in this incoming message.
Checked by AVG Free Edition. 
Version: 7.5.516 / Virus Database: 269.19.7/1232 - Release Date: 1/18/2008
7:32 PM
 

No virus found in this outgoing message.
Checked by AVG Free Edition. 
Version: 7.5.516 / Virus Database: 269.19.7/1232 - Release Date: 1/18/2008
7:32 PM
 

------------------------------
Message-ID: <4792B46B.6000706@oneradio.net>
Date: Sat, 19 Jan 2008 20:39:39 -0600
From: Robert Nickels <w9ran@oneradio.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Making a Simple Motor
Content-Type: text/plain; charset=ISO-8859-1; format=flowed
Content-Transfer-Encoding: 7bit

Jerry Proc wrote:
> Hello Everyone,
> 
> No matter how long I've been in this business, it is
> simple stuff like this which continues to fascinate. 


Indeed, Jerry.

In fact, just this afternoon I generated my first RF signal using a zinc 
oxide negative resistance oscillator.  For those who are curious, see 
the fascinating K7NS website:

http://home.earthlink.net/~lenyr/zincosc.htm

It was exciting to hear a pure 1.2 mhz signal generated by means of a 
piece of sheet metal I'd heated with a torch!   I actually advanced the 
state of the ZNRO art a bit, exciting a crystal rather than an LC 
network.  Next stop - 80 meters!

I'd love to hear from others who experiment with this kind of stuff.

73, Bob W9RAN

------------------------------
Date: Sat, 19 Jan 2008 23:26:29 -0500 (EST)
From: Jerry Proc <jerry7proc@yahoo.com>
Subject: RE: Radio ID Help
To: Old Tube Radios <boatanchors@theporch.com>
Cc: k4pf@juno.com
MIME-Version: 1.0
Content-Type: text/plain; charset=iso-8859-1
Content-Transfer-Encoding: 8bit
Message-ID: <497003.18461.qm@web90601.mail.mud.yahoo.com>

Hi Meir,

No problem...you were still very close. I just added
some refinement. Without your crib, I would not have
said to myself "now where do I remember seeing that
set?"

BTW , A2 modulation is also known as ICW mode.    


*****



--- Meir-WF2U <wf2u@ws19ops.com> wrote:

> Hi Jerry,
> 
> You're the winner of this quiz!
> I CAREFULLY compared your photo with the lousy
> photos on the partially
> crated unit's photo and they're identical!
> 
> It still resembles the earlier, WW2 vintage Federal
> - Mackay FT-102.
> I notice some differences between the Type 2011 and
> the WW2 vintage 167-BY
> HF transmitters. The size is similar, the general
> appearance of the front
> panel is somewhat similar - I notice the lack of the
>  variable Master
> Oscillator - which the 167-BY has - on the front
> panel of the 2011. True to
> post WW2 practice of marine transmitters, it's
> obviously crystal controlled
> on the marine bands.
> 
> I take everything back  (well, almost...)I wrote to
> Ed K4PF and the group -
> I obviously didn't read carefully enough about the
> A2 modulation mode - for
> some reason I responded as if I read A3... (The
> 167-BY however only has A1).
> The "almost" part is that Ed wasn't correct in
> identifying the vintage, he
> said WW2. The Mackay MRU 19/20 system - which is
> what this console turns out
> to be - is 1950's vintage.
> It just so strange that being familiar with the WW2
> model, I didn't even
> look at the photos for the second time before I
> posted my message.
> 
> Folks, I'll eat my humble pie and then I'll splice
> the main brace with a
> measure of Pusser's Rum as a digestive aid...
> 
> 73, Meir WF2U
> Landrum, SC
> 
> 
> 9 
> 
> -----Original Message-----
> From: owner-boatanchors@theporch.com
> [mailto:owner-boatanchors@theporch.com]
> On Behalf Of Jerry Proc
> Sent: Saturday, January 19, 2008 7:47 PM
> To: Old Tube Radios
> Subject: Re: Radio ID Help
> 
> Hi Sam,
> 
> I believe this Mackay radio photo on my web site is
> very similiar to the unit which is partially exposed
> in your photo. There is just a slight difference in
> the positing of two of the subassemblies.  
> 
> http://www.jproc.ca/rrp/chimo_mackay_mru19_20_b.jpg
> 
> 
> 
> 
> --- Hole In The Head Press <sestokes@sonic.net>
> wrote:
> 
> > http://delaware.craigslist.org/ele/529088188.html
> > 
> > Can anyone tell what this is?
> > 
> > -- 
> > Sam Stokes, Publisher, KG6WYZ
> > 
> > 
> 
> 
> --
> Regards,
> Jerry Proc
> E-mail: jerry7proc@yahoo.com
> 
> 
>       Ask a question on any topic and get answers
> from real people. Go to
> Yahoo! Answers and share what you know at
> http://ca.answers.yahoo.com
> 
> 
> No virus found in this incoming message.
> Checked by AVG Free Edition. 
> Version: 7.5.516 / Virus Database: 269.19.7/1232 -
> Release Date: 1/18/2008
> 7:32 PM
>  
> 
> No virus found in this outgoing message.
> Checked by AVG Free Edition. 
> Version: 7.5.516 / Virus Database: 269.19.7/1232 -
> Release Date: 1/18/2008
> 7:32 PM
>  
> 
> 


--
Regards,
Jerry Proc
E-mail: jerry7proc@yahoo.com


      Connect with friends from any web browser - no download required. Try the new Yahoo! Canada Messenger for the Web BETA at http://ca.messenger.yahoo.com/webmessengerpromo.php

------------------------------

End of BOATANCHORS Digest 4134
******************************



